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  Certificate number: CM20323 
THIS TO CERTIFY THAT 

Insitu™ Systems ‐ ISB (Insitu Shower Base), IPS (Insitu Panelling System), & IWC (Insitu Wall Clad) 
Type and/or use of product: 

ISB (Insitu Shower Base) is a non‐structural floor panel system for use in internal wet 
areas as a waterproofing system. 

IPS (Insitu Panelling System) is a non‐structural floor panel system for use on 
external balconies as a waterproofing system. 

IWC (Insitu Wall Clad) is a non‐structural wall panel for use in internal wet areas as a 
waterproofing system 

Description of product:  

Insitu Systems ISB, IPS, & IWC are Cureflex Flexothane high density urethane panels, 
available in a range of configurations. Refer to section A3 below for additional details, 
components, and specifications. 

COMPLIES WITH THE FOLLOWING BCA PROVISIONS AND STATE OR TERRITORY VARIATION(S)  BCA 2022 
  Volume One  Volume Two 

Performance Requirement(s)  F1P2 
 
 

F2P2 

F3P1 

Surface water management, rising damp and 
external waterproofing ‐ Preventing rainwater 
from entering buildings 

Wet areas and Overflow protection – Wet areas 

Roof and Wall cladding – Weatherproofing 
(limited to use as balcony floor panels serving as a 
roof to space below) 

H2P1(2) 

H2P2 
 

H4P1 

Damp and weatherproofing ‐ Rainwater management 

Damp and Weatherproofing ‐ Weatherproofing (limited to 
balcony floor panels serving as a roof to space below) 

Health and Amenity – Wet areas 

Deemed‐to‐Satisfy Provision(s):  N/A  N/A  N/A  N/A 

State or territory variation(s):   SA F2P3  Wet area and Overflow protection ‐ Prevention 
of surface water accumulation 

SA H4P1(2)  Health and Amenity – Wet areas 
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  SUBJECT TO THE FOLLOWING LIMITATIONS AND CONDITIONS AND THE PRODUCT TECHNICAL DATA IN APPENDIX A AND EVALUATION STATEMENTS IN APPENDIX B 

Limitations and conditions: 

1. The product must always be tiled over or covered with lining material complying with BCA specification C1.10 – 
Fire hazard properties. 

2. ISB, IPS & IWC systems must have liquid Cureflex membrane systems applied over them as identified within noted 
installation guides. Membranes must be installed in accordance with the relevant Demtech Installation Guides and 
literature listed in section A5 & A6. 

3. This product does not contribute to an FRL, however may be used on walls where an FRL is required provided that 
the method of attaching and installing to a building element does not reduce the fire‐resistance level of that 
element to below that required by the BCA 

4. The installation is to be carried out in accordance with AS3740‐2021 (when used internally) & Demtech Installation 
Guides as listed in section A5 & A6. 

5. The product has only been assessed for installation on a suitable substrate – water‐resistant wall board for use in 
wall applications, and concrete, plywood, particle board and compressed fibre cement sheet for use in floor 
applications. The structural performance of substrates must comply with relevant legislative requirements and 
does not form part of this assessment. 

6. Particular care and careful site‐specific considerations are necessary when installing the panels in close proximity 
to hot water pipes and/or heat‐producing appliances to minimise the risk of damage to the panels owing to 
radiated, convected and/or conducted heat. 

Building classification/s: 

Volume 1 – Class 2 to Class 9 buildings 

Volume 2 – Class 1 and Class 10a buildings 

Scope of certification: The CodeMark Scheme is a building product certification scheme. The rules of the Scheme are available at the ABCB website www.abcb.gov.au. This Certificate of Conformity is to confirm 
that the relevant requirements of the Building Code of Australia (BCA) as claimed against have been met. The responsibility for the product performance and its fitness for the intended use remain with the 
certificate holder. The certification is not transferrable to a manufacturer not listed on Appendix A of this certificate. 

Disclaimer: The Scheme Owner, Scheme Administrator and Scheme Accreditation Body do not make any representations, warranties or guarantees, and accept no legal liability whatsoever arising from or 
connected to, the accuracy, reliability, currency or completeness of any material contained within this certificate; and the Scheme Owner, Scheme Administrator and Scheme Accreditation Body disclaim to the 
extent permitted by law, all liability (including negligence) for claims of losses, expenses, damages and costs arising as a result of the use of the product(s) referred to in this certificate. 
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APPENDIX A – PRODUCT TECHNICAL DATA 

A1 Type and intended use of product 
Refer to Page 1 of this certificate. 

A2 Description of product 
Insitu Systems ISB, IPS, & IWC are Cureflex Flexothane high density urethane panels, available in a range of configurations.   

A3 Product specification 
Insitu™ Systems ISB (Insitu Shower Base) – Linear Grate 
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Insitu™ Systems ISB (Insitu Shower Base) – Centre Waste 
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Insitu™ Systems IPS (Insitu Panelling System) – Balcony floor panel 

 

 

Note: Open Edge IPS panels are suitable for use internally and externally independently, 
or in conjunction with both the Insitu™ Systems IPS (Insitu Panelling System) or Insitu™ 
Systems ISB (Insitu Shower Base). 
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Insitu™ Systems IWC (Insitu Wall Clad) – Internal wall panel & accessories.  
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Note: System components as identified within the noted installation Guides in section A5 

Note: Liquid membrane systems (SLR2000 & PCM17), must be installed in accordance with the requirements outlined within the related CodeMark CofC (refer to A6) 

Note: Insitu systems are customisable, when designed and manufactured within the approved base model specifications noted under A6 

A4 Manufacturer and manufacturing plant(s) 

 Demtech Australia Pty Ltd, Dandenong South, VIC, Australia 

A5 Installation requirements 

 Insitu Systems ‐ Linear Grate Shower Base (LGSB) ‐ Installation Guide ‐ July 2020 ‐ Version 1.0.0   
 Insitu Systems ‐ Centre Waste Shower Base (CWSB) ‐ Installation Guide ‐ July 2020 ‐ Version 1.0.0 
 Insitu Systems ‐ Centre Waste Balcony Base (CWBB) ‐ Installation Guide ‐ July 2020 ‐ Version 1.0.0   
 Insitu Systems ‐ Linear Grate Balcony Base (LGBB) ‐ Installation Guide ‐ July 2020 ‐ Version 1.0.0 
 Insitu Systems – Insitu Wall Clad – Installation Guide – September 2023 – Version 1.0.0 
 Insitu Systems – Insitu Shower Shelf – Installation Guide – July 2020 – Version 1.0.0 
 Insitu Systems – Niche ‐ Installation Instructions – Aug 2019 – Version 1.0.0 
 Insitu Systems – Shower Seat – Installation Guide – March 2024 – Version 1.0.0 

A6 Other relevant technical data 

 CodeMark Certificate of Conformity – Cureflex SLR2000 – CM20304  
 CodeMark Certificate of Conformity – Cureflex PCM17 – CM20308  
 ISB ‐ centre waste – LCF – Product Overview – Version 2.0 ‐ Base Model drawing specification 
 IPS – standard grate – LCF Product Overview – Version 2.0 – Base Model drawing specification   
 IPS – linear grate – Product Overview – Version 2.0 – Base Model drawing specification   
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APPENDIX B – EVALUATION STATEMENTS 

B1 Evaluation methods 

These systems have been assessed as complying with the identified Performance Requirements of the BCA 2022. This involved a review of product specifications, test reports, installation 
manuals, and associated documentation.  

1. Waterproofing assessment: 
 A2G2(2)(a)/A5G3(1)(a) – A current CodeMark Australia or CodeMark Certificate of Conformity. 
 A2G2(2)(a)/A5G3(1)(e) – A certificate or report from a professional engineer or other appropriately qualified person. Ian Bennie & Associates, & BRANZ 

2. Weatherproofing assessment: 
 A2G2(2)(a)/A5G3(1)(a) – A current CodeMark Australia or CodeMark Certificate of Conformity. 
 A2G2(2)(a)/A5G3(1)(e) – A certificate or report from a professional engineer or other appropriately qualified person. BRANZ 

3. Waterproofing – External waterproofing / rainwater management assessment: 
 A2G2(2)(a)/A5G3(1)(a) – A current CodeMark Australia or CodeMark Certificate of Conformity. 
 A2G2(2)(a)/A5G3(1)(e) – A certificate or report from a professional engineer or other appropriately qualified person. BRANZ 

B2 Reports 
Evaluation methods  Related Supporting Evidence as listed below 
Waterproofing Assessment  1, 3, 5 
Weatherproofing Assessment  2, 4 
Waterproofing – External waterproofing / rainwater management  4 

1. Ian Bennie and Associates, Insitu Systems ‐ Test to IAPMO PS 106‐2015 Section 5.1, Test Report No. 2023‐082‐S1 (dated 25‐Sep‐2023) ‐ This report provides the test results of 
Insitu Systems‐ High density Wet area Panelling system Shower base test comprising of a shower base and two corner walls in accordance with IAMPO PS 106‐2015 Section 5.1 for 
water penetration. 

2. BRANZ Appraised ‐ Appraisal No. 1116 (2020) Demtech Balcony Floor Panelling System (19‐Oct‐2020) ‐ Insitu Floor panelling system, appraised for use as a preformed waterproof 
panelling system for balconies against the NCC. 

3. BRANZ Appraised ‐ Appraisal No. 1114 (2020) Demtech Shower Base System (19‐Oct‐2020) ‐ Insitu Shower Base system appraised for use as a preformed shower base system for 
wet areas against the NCC. 

4. BRANZ Appraised ‐ Appraisal No. 1004 (2023) Cureflex External Waterproofing Membranes (06‐Dec‐2023) ‐ Cureflex Membranes are liquid applied waterproofing membranes for 
use under ceramic or stone tile finishes on external decks and balconies. 

5. BRANZ Appraised ‐ Appraisal No. 1003 (2023) Cureflex Internal Waterproofing Membranes (06‐Dec‐2023) ‐ Cureflex Membranes are liquid applied waterproofing membranes for 
use under ceramic or stone tile finishes in internal wet areas. 


